NB-loT Residential Ultrasonic Water Meter

Product Description
Residential ultrasonic water meter is designed for domestic water metering and displaying applications.
Nominal diameter: DN15-DN40.

Applications: Tap Water Distribution System.

Product Features

¢ Optional communication interfaces: NB-loT, iM-BUS, RS485,
LoRa Wireless, Pulse and GPRS

¢ Low pressure drop

+ Automatically records the daily total of the last 2 years and
monthly total of the last 24 months

¢ Low starting flow

+ No moving parts, wear-free ultrasonic
technology,Maintenance-free

+ No optical-electrical conversion needed, digital remote
communication

+ Bi-directional flow

+ Conforms with GB/T 778-2007 and CJ/T 434-2013 Ultrasonic
Water Meter standards
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Technical Parameters
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Automatically records the daily total of the last 2 years and monthly total of the last 24

month
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+ MTW Residential Ultrasonic Water Meter follow below order specifications:
Example:
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Communication Interface: KB(InFrared&SKY(RSAlSS), KM(MBUS);

KErSPulse), KV(Wireless); KD(4-20mA);

Size: DN50; DN300...
Channel: 1(Single Channel); 2(Dual Channels); 4(Quad Channels)

Elipe Jc)int: L(Threading connectiony’ H(Removable Flangey G (Fixed
ange

Transducer Structure type: D(Ejection Type)y F(Reflection Type)

Products Models: Network ultrasonic water meter has model1, 2, 6
and Model

(Modbus); KG(GPRS); {(NB(NB-

MTW-1-DG4-DN65-KB stands for
Model 1-DN65 quad channels
Infrared ultrasonicwater meter with
ejection type transducerand fixed
flange



